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R3
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R2

–OUT

+IN

+OUT

–IN

4
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6
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12

+OUT
+IN
–IN

–OUT
N/C
N/C

5

PCB(

) TO-8

VLSI

, 

NovaSensor®

NPH  SenStable®

100mV

P-to-I

  

HVAC

,

NPH

TO-8 PCB

1.5mA 100mV 

0.5%FSO

5

3 0-10"H2O, 0-1psi, 0-5psi

0.05%FSO
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25 77 F ,  

9

  
1

7 1

2.5 kPa
7 kPa
30 kPa

kPa
kPa
kPa

mA
Ω
Ω
Ω
Ω

°C
°C
gRMS
g
cycles

grams

≈ 0–10" H2O
≈ 0–1 psi
≈ 0–5 psi

10

2mA max.
@ 50 VDC
±25%
±20%
±20%

–40 to +257°F
+32°to +158°F
20 to 2000Hz
11 

<0.2 

2.5 kPa

±2

50

0.1
0.05
0.5
–1

±0.5
5
5

8

90

1.0
0.2
3
3

0.75

2
2
2
3

4
4
5
6, 11
6, 11

2.5
7
30
5

1.5
107

3,200
5,000
5,000

–40 to +125
0 to +70
10
100
1 x 106

<5

RTV
RTV 9

mV

mV
mV
mV

%FSO
%FSO
%FSO
%FSO
%FSO
µV/V
µV/V

–8

25

–1.0
–0.2
–3
–3

–0.75

7 & 30 kPa 

±2

75
100
0.05
0.05
0.5

–0.5
±0.2

5
5

4

150
125
0.25
0.2
2

1.5
0.5

–4

50
75

–0.25
–0.2
–2

–1.5
–0.5

: 

1.   ,   2.   1.5mA
3.   4.   0~70 25
5.   0~70 6.   / – 00
7.   25 1.5mA 8.   
9.   Kovar 10. 
11. 

广州泰达信测控技术有限公司      电话：020-81978835      网站：www.tdxck.com



11 1210

5 46

1.85 (0.073)
1.96 (0.077)

CERAMIC
SUBSTRATE

2

DIA.

21.97 (0.865)
22.48 (0.885)

7.56 (0.298)
7.67 (0.302)

12.59 (0.496)
12.80 (0.504)

DIA.

DIA.

DIA.
3.18 (0.125)

3

TOP
PORT

0.51 (0.020)
0.56 (0.022)

11.55 (0.455)
12.32 (0.485)

4.67 (0.184)
4.83 (0.190)

11.30 (0.445)
11.56 (0.455)

6.55 (0.258)
6.96 (0.274)

4
5
6

10

+ OUT
+ IN
– IN

– OUT

:

1
2 17.15 0.051(0.675 0.010), 
3 19.33-0.635/+0.889(0.761-0.025/+0.035), 19.33-0.635/+1.40(0.761-0.025/+0.055)

NovaSensor

=

8 = TO-8

H= Hybrid Substrate

A = 
G = 
D = 

002.5 = 2.5kPa @ 10 inch 
007 = 7 kPa @ 1 psi H2O
030 = 30 kPa @ 4.3 psi

N P Z ZH – X YYY
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R1

10

11 6

4

12 5

R3

R4 R5

R2

–OUT

+IN

+OUT

–IN

4
5
6
10
11
12

+OUT
+IN
–IN

–OUT
N/C
N/C

5

PCB(

) TO-8

VLSI

, 

NovaSensor® , 

NPH  SenStable®

100mV
P-to-I

  

HVAC

,

NPH

TO-8 PCB

1.5mA 100mV 

0.4%FSO

4

3 0-15,0-30 0-100psi

0.05%FSO
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25 77 F ,  

9

  
1

7 1 , 100, 200 & 700 kPa

100 kPa
200 & 700 kPa

100 kPa
200 & 700 kPa

kPa
kPa
kPa

mA
Ω
Ω
Ω
Ω

°C
°C
gRMS
g
cycles

grams

±1
100
0.05
0.01

0.4
0.2

–0.4
–0.2
±0.05
5
5

≈ 0–15 psi
≈ 0–30 psi
≈ 0–100 psi

8

2mA max.
@ 50 VDC
±20%
±20%
±20%

–40 to +257°F
+32°to +158°F
20 to 2000Hz
11 

<0.2 

2
3

4
4

4
4
5
6, 11
6, 11

2
125
0.1
0.05

0.6
0.5

0.6
0.5
0.1

0–100
0–200
0–700
4

1.5
107

4,000
5,000
5,000

–40 to +125
0 to +70
10
100
1 x 106

<5

RTV
RTV 10

mV
mV
%FSO
%FSO

%FSO
%FSO

%FSO
%FSO
%FSO
µV/V
µV/V

–2
75
–0.1
–0.05

–0.6
–0.5

–0.6
–0.5
–0.1

: 

1.   ,    2.   1.5mA
3.   4.   0~70 25
5.   0~70 6.   / – 00
7.   25 1.5mA 8.   
9.   10. Kovar
11. 
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11 1210

5 46

1.85 (0.073)
1.96 (0.077)

CERAMIC
SUBSTRATE

2

DIA.

21.97 (0.865)
22.48 (0.885)

7.56 (0.298)
7.67 (0.302)

12.59 (0.496)
12.80 (0.504)

DIA.

DIA.

DIA.
3.18 (0.125)

3

TOP
PORT

0.51 (0.020)
0.56 (0.022)

11.55 (0.455)
12.32 (0.485)

4.67 (0.184)
4.83 (0.190)

11.30 (0.445)
11.56 (0.455)

6.55 (0.258)
6.96 (0.274)

4
5
6

10

+ OUT
+ IN
– IN

– OUT

:

1
2 17.15 0.051(0.675 0.010), 
3 19.33-0.635/+0.889(0.761-0.025/+0.035), 19.33-0.635/+1.40(0.761-0.025/+0.055)

NovaSensor

=

8 = TO-8

H=

A = 
G = 
D = 

100 = 100kPa (14.5 psi)
200 = 200kPa (~30 psi)
700 = 700kPa (~100 psi)

N P Z ZH – X YYY
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